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APPENDIX C - CMS MESSAGE DESIGN PROCESS: ROADWORK

(a) Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(a)  Requiring a Lane Closure(s)

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(b)  Requiring Closure of Freeway

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(b)  Requiring Closure of Freeway

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(b)  Requiring Closure of Freeway

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(b)  Requiring Closure of Freeway

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)
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(b)  Requiring Closure of Freeway

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued).
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(b)  Requiring Closure of Freeway

Figure C-1.  CMS Message Design Flowchart for Roadwork (Continued)

















































